POCKET CO - Protecting Human Health

Applications
Industrial Safety

First Responders

Fire Departments
Police Departments
Recreational Vehicles
Automotive

Aviation

Boating

Trucking

Pilots

Inspectors

Confined Spaces
Municipal Utilities
Laboratory Technicians
Emergency Management Technicians

red led visual alarm

display updates every few seconds

one button push on/off

85 decibel alarm at 2 feet

actual size: 2.4 x 1.4 x 0.65 inches

Made in USA

Developed by

Transducer Technology
A Division of KWJ Engineering Inc.
Sensors, Detectors, and Innovative Solution Driven Technology

Features Rlarms Display and Memory
-Digital carbon monoxide dosimeter detector -0SHA, ACGIH compliant -Alpha numeric display with back light
- Alerts users of CO exposure from 5 to 1000 PPM - 85 decibel alarm at 2 feet - Display shows readings of CO levels between
- Dosimetry variables include: TWA time weighted average, -Flashing red LED alarm 5-500 ppm updated every few seconds
TE total exposure, MAX maximum ppm, TIME when max occurred -Vibration alarm in model -85VL -Memory recall of dosimtery variables
- 5 minute inspection mode, up to 8 hr collection mode - Alarm points: 25 ppm TWA (ACGIH), - Self diagnostic calibration check
- 2yr limited instrument, sensor warranty 125 ppm max short term exposure,
- 1yr battery warranty 400 ppm (OSHA ceiling)

CO Digital Dosimeter Detector




